Air nippers | Air nippers for manual operation >

fsA
Air nippers - round, single-acting >

Air nippers - round, single-acting
Manually operated air nipper

: BLADES NOT INCLUDED IN DELIVERY. }
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM :

Product Description

Ergonomic thanks to small size and weight, thereby high cutting force
Flexible application thanks to large range of available blades

Single-action with safety catch

Including shut-off valve for shutting off air supply (GT-N20, GT-N30, GT-N50)

>
>
>
>

Technical Data

M Max. cutting force [N] | Operating pressure Height blade [mm] Connection [G] Pressure amplifier

GT-N3 294 58 - 72.5 7 G1/4 3.53 -
GT-N5 392 58 - 72.5 7 G1/4 4.94 -
GT-N7 490 58 - 72.5 9 G1/4 6.7 -
GT-N10 588 58 - 87 12 G1/4 7.05 P-10L
GT-N12 735 72.5- 87 12 G1/4 7.76 P-10L
GT-N20 1372 72.5- 87 12 G1/4 1517 P-20
GT-N30 2.744 72.5- 87 17 G1/4 2416 P-30
GT-N50 4.704 72.5 - 87 252 G1/4 0.04 P-50
Dimensions
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m OA [mm] B L [mm]
GT-N3 23 G1/4 112
GT-N5 30 G1/4 103
GT-N7 34 G1/4 123
GT-N10 34 G1/4 132
GT-N12 36 G1/4 132
GT-N20 45 G1/4 156
GT-N30 56 G1/4 193
GT-N50 75 G1/4 237
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_ Air nippers | Air nippers for automation

Air nippers - round, single-acting

Air nippers - round, single-acting
Flexible installation on gripper systems and cutting stations

3 BLADES NOT INCLUDED IN DELIVERY.
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM

Product Description

> Flexible adjustment of the blade at the cutting position
> Flexible installation thanks to round housing shape and two air connections (one can be rotated around 180°)
> Light aluminum housing

Technical Data

Max. cutting force | Operating pressure | Height blade [mm] | Connection [G] Weight [oz] Suitable accessories
Item no. [N] [psi]
GT-NR3 294 58-72.5 7 G1/8 2.47
GT-NR5 392 58-72.5 7 G1/8 3.88
GT-NR7 490 58-72.5 9 G1/8 5.29

Fittings GT-NR20GR
GT-NR10L 588 58 - 87 12 G1/8 5.64 Fittings GT-NR10H
Pressure amplifier P-10L

Fittings GT-NR30GR
Fittings GT-NR20H
GT-NR20 1.372 72.5-87 12 G1/8 9.88 Fittings GT-NR20ST2
Fittings GT-NR20S
Pressure amplifier P-20

Fittings GT-NR30H
Pressure amplifier P-30

GT-NR30 2.744 725-87 17 61/8 17.99 et ST
Fittings GT-NR305
GT-NR50 4.704 725 - 87 252 G1/4 0.04 AU A
Pressure amplifier P-50
Dimensions
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@ = Compressed air connection

m @A [mm] B C[mm] D L [mm]
GT-NR3 23 G1/8 17 M3 110
GT-NR5 30 G1/8 20 M4 94
GT-NR7 34 G1/8 22 M4 113
GT-NR10L 36 G1/8 24 M4 13
GT-NR20 45 G1/8 30 M5 129
GT-NR30 56 G1/8 40 M6 165
GT-NR50 75 G1/4 50 M8 222
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Air nippers | Air nippers for automation
Air nippers - square, single-acting

Air nippers - square, single-acting
Flexible installation in cutting stations and special devices

: BLADES NOT INCLUDED IN DELIVERY. j
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM :

Product Description

vV V.V V VvV VvV

Precise guidance for cutting
Flexible installation though fastening holes on five surfaces of the housing
Higher stability in devices for large workpieces
Two air connections (one can be rotated around 180°)
Light aluminum housing

GT-NS20H-1: Air nipper with adjustable cutting opening

Technical Data

Max. cutting force [N] | Operating pressure Height blade [mm] Connection [G] Weight [oz] Pressure amplifier
[psi]
GT-NS2 264 58-72.5 7 G1/8 3 -
GT-NS3 294 58-72.5 7 G1/8 3.35 -
GT-NS5 392 58-72.5 7 G1/8 4.76
GT-NS7 490 58 -72.5 9 G1/8 7.58
GT-NS10L 588 58 - 87 12 G1/8 7.58 P-10L
GT-NS20 1.372 72.5-87 12 G1/8 13.05 P-20
GT-NS20H-1 1.372 72.5-87 12 G1/8 16.05 P-20
GT-NS30 2.744 72.5-87 17 G1/8 2416 P-30
Dimensions
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(P) = Compressed air connection G1/8
M A [mm] E [mm] F [mm] G [mm] H [mm] | J [mm] K L [mm]
GT-NS2 20 40 19 24 16 - M3x4 109
GT-NS3 23 40 19 24 19 M3x8 17 M3x3,5 110
GT-NS5 30 30 14 19 24 M4x10 20 M3x5 94
GT-NS7 36 30 18 23 28 M4x10 24 M4x5,5 113
GT-NS10L 36 30 18 23 28 M4x10 24 M4x5,5 113
GT-NS20 45 40 19 24 36 M5x12 30 M4x7 129
GT-NS20H-1 45 40 19 24 36 M5x12 30 M4x7 129
GT-NS30 56 60 20 30 46 M6x12 40 M5x10 170
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Air nippers | Air nippers for automation

Air nippers - round/rectangular, dual-action

Air nippers - round/rectangular, dual-action
Flexible installation in cutting stations and special equipment

] BLADES NOT INCLUDED IN DELIVERY. ]
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM :

Product Description

Slim design

No cutting return spring necessary, meaning no interruption to the cutting process
Freely adjustable cutting speed

Fast cycle times

vV V. VvV Vv

Technical Data

Max. cutting force [N] Operating pressure [psi] Housing Weight [oz]
Item no.
GT-NWR1 294 58 -72.5 Round 4.09
GT-NWR10 588 58 -72.5 Round 9.88
GT-NWR20 1372 72.5 - 87 Round 18.45
GT-NWR30 2744 72.5-87 Round 34.57
GT-NWS1 294 58-72.5 Rectanqular 4.09
GT-NWS10 588 58-72.5 Rectanqular 12.56
GT-NWS20 1372 72.5 - 87 Rectanqular 21.52
Dimensions
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GT-NWR1 | GT-NWR10 | GT-NWR20 | GT-NWR30 GT-NWS1 | GI-NWS10 | GT-NWS20
m @ A [mm] L [mm]
GT-NWR1 20 95
GT-NWR10 36 146
GT-NWR20 45 156
GT-NWR30 65 216
GT-NWS1 23x20 95
GT-NWS10 36%x36 146
GT-NWS20 45x45 165

FIPA Inc. Vacuum Technology | End-of-Arm-Tooling - 1855 Evans Road - Cary, NC 27513 / USA ,O'M
phone 1 (919) 651 9888 - fax 1 (919) 573 0871 - www.fipa.com - sales.us@fipa.com

Material in Motion



Air nippers | Pressure boosters /
Pressure booster for air nippers GT-N, GT-NR, GT-NS 24

Pressure booster for air nippers GT-N, GT-NR, GT-NS

Product Description

> Pressure booster for retrofitting
> Increase in cutting force if the required cutting force cannot be achieved (e.q. due to space or available compressed air)

Ordering notes

Order example air nipper GT-N20 incl. booster P20: GT-NP20

Technical Data

980 3.88

Air nippers GT-NR10L
Air nippers GT-NS10L
Air nippers GT-N10
Air nippers GT-NR20
P-20 2254 7.34 Air nippers GT-NS20
Air nippers GT-N20
Air nippers GT-NR30
P-30 4410 1111 Air nippers GT-NS30
Air nippers GT-N30
) Air nippers GT-NR50
P50 774z 2737 Air nippers GT-N50

P-10L

Dimensions
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m @A [mm] L [mm]
P-10L 36 71
P-20 45 87
P-30 56 92
P-50 75 133
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Air nippers | Stationary air nippers

Stationary air nippers, horizontal without stroke

Stationary air nippers, horizontal without stroke
For cutting stations and special machines

] BLADES NOT INCLUDED IN DELIVERY. :
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM i

Product Description

> Lightweight and compact, for easy assembly in confined areas
> Mounting holes on three sides

Technical Data

Max. cutting force [N] Operating pressure [psi] Max. opening for cutting | Pipe connection [mm] Weight [oz]
Item no. [mm]
GT-NFO5 343 58 -72.5 4 4 3.56
GT-NF10 490 58 -72.5 6 4 5.04
GT-NF15 784 58 -72.5 8 4 7.72
Dimensions
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(P) = Compressed air connection

m A [mm] B [mm] C [mm] D [mm] E [mm] F [mm] G [mm] H 1 [mm] J [mm] K [mm]

GT-NFO5 59.9 23 39.5 8.6 259 17 26 M3 21.9 17 18
GT-NF10 65.1 28 43.5 8.8 271 20 30 M3,5 231 20 22
GT-NF15 73 33 48.5 10.2 29 25 34 M4 25 25 26
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Air nippers | Stationary air nippers
Stationary air nippers, horizontal with stroke

Stationary air nippers, horizontal with stroke
For cutting stations and special machines

: BLADES NOT INCLUDED IN DELIVERY. }
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM

Product Description

> Horizontal, adjustable stroke enables straight cutting of product
> Precise and compact. Ideal for use in restricted space
> Version with opposing stroke also available (-R)

Ordering notes

Version (-R): Reverse stroke model for laterally reversed nipper installation

Technical Data

Max. cutting force [N] | Max. lift [mm] Operating pressure Pipe connection with | Pipe connection with
[psi] hose nippel [mm] quick connect fittings
[mm]
343 58 - 2

GT-NYO05 3 72.5 - 5.47
GT-NYO5R 343 3 58-725 2 - 5.47
GT-NY05-4 343 3 58-725 - 4 5.47
GT-NYO5R-4 343 3 58-725 -- 4 5.47
GT-NY10 490 3 58 -72.5 2 -- 7.41
GT-NY10R 490 3 58 -72.5 2 - 7.41
GT-NY10-4 490 3 58-72.5 - 4 7.41
GT-NY10R-4 490 3 58-725 - 4 7.41
GT-NY15 784 3 58 -725 2 - 11.25
GT-NY15R 784 3 58-725 2 -- 11.25
GT-NY15-4 784 3 58 -725 -- 4 11.25
GT-NY15R-4 784 3 58 -72.5 -- 4 11.25
GT-NY25 980 5 72.5- 87 2 - 20.46
GT-NY25-6 980 5 72.5-87 6 - 20.46
GT-NY25R-6 980 5 72.5-87 6 - 20.46

Continued on the next page
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Air nippers | Stationary air nippers
Stationary air nippers, horizontal with stroke

Dimensions
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(1) = Compressed air connection for cutting (2 = Compressed air connection for lifting * = Stroke movement
m A [mm] B [mm] C[mm] D [mm] E [mm] F [mm] G [mm] H
GT-NYO05 759 23 48 8.6 4 25 15 M4
GT-NYO5R 759 23 48 8.6 1 25 15 M4
GT-NY05-4 759 23 48 8.6 1 25 15 M4
GT-NYO5R-4 759 23 48 8.6 1 25 15 M4
GT-NY10 82.1 28 52 8.8 42 30 20 M4
GT-NY10R 82.1 28 52 8.8 42 30 20 M4
GT-NY10-4 821 28 52 8.8 42 30 20 M4
GT-NY10R-4 821 28 52 8.8 42 30 20 M4
GT-NY15 93 33 58 10 48 35 25 M4
GT-NY15R 93 33 58 10 48 35 25 M4
GT-NY15-4 93 33 58 10 48 35 25 M4
GT-NY15R-4 93 33 58 10 48 35 25 M4
GT-NY25 109 42 69 13 55 40 30 M5
GT-NY25-6 109 42 69 13 55 40 30 M5
GT-NY25R-6 109 42 69 13 55 40 30 M5
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Air nippers | Stationary air nippers &

\
Stationary air nipper, horizontal with forwards/backwards stroke 2

Stationary air nipper, horizontal with forwards/backwards stroke

] BLADES NOT INCLUDED IN DELIVERY. ]
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM :

Product Description

> Forwards and backwards stroke can be controlled separately
> No play thanks to precision prismatic guiding
> With quick plug-in connection for hose connection.

Technical Data

Max. cutting force [N] Stroke [mm] Operating pressure [psi] Hose diameter D [mm] Weight [oz]
GT-NY10S 343 0-3.5 58 -72.5 4 10.58
GT-NY25S 980 D=5 72.5 - 87 6 24.52
Dimensions
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OF Compressed air connection for backward movement 2= Compressed air connection for forward movement
A [mm] B [mm] C[mm] D [mm] H 1 [mm] J [mm] K [mm]
GT-NY10S 84.5 32 55 8.8 4xM4 38 30 20
GT-NY25S 106.5 47 72 12.5 4xM5 47 40 30
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Air nippers | Stationary air nippers

Stationary air nippers, horizontal with stroke

Stationary air nippers, horizontal with stroke
For cutting stations and special machines

] BLADES NOT INCLUDED IN DELIVERY. }
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM :

Product Description

Horizontal, adjustable stroke enables planar cutting on workpiece
Precise cut thanks to dovetail guide in the stroke axis
High cutting force for large die casts

>
>
>
> Two versions (guided and non-quided)

Technical Data

m Max. cutting force Stroke [mm] Stroke (with guidance) | Direction Connection [G] Weight [oz]
[N] [mm]

GT-NB20-5S 1.372 0-5 - Impulse G1/8 26.63
GT-NB20-52 1.372 0-5 - String G1/8 26.63
GT-NB20-10S 1372 0-10 Impulse G1/8 26.63
GT-NB20-102 1372 0-10 - String G1/8 26.63
GT-NB30-10Z 2.744 0-10 - String G1/8 50.62
GT-NB20LW-10SM 2.744 0-10 Impulse G1/8 46.39
GT-NB20LW-10TM 1.372 0-10 String G1/8 27.8

GT-NB30LW-10SM 1.372 0-10 Impulse G1/8 27.69
GT-NB30LW-10TM 2.744 0-10 String G1/8 46.39
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Air nippers | Stationary air nippers
Stationary air nippers, horizontal with stroke

Dimensions
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GT-NB20-10S | GI-NB20-10Z | GT-NB20-5S | GT-NB20LW-10TM | GT-NB30LW-10TM |
GT-NB20-5Z | GT-NB30-10Z GT-NB20LW-10SM | GT-NB30LW-10SM
(P1) = Compressed air connection for cutting (P2 = Compressed air connection for lifting * = Stroke movement
m A [mm] B [mm] C[mm] D [mm] E [mm] F [mm] G [mm] H
GT-NB20-5S 65 73 137 26 57 40 7 M5
GT-NB20-52 65 73 137 26 57 40 7 M5
GT-NB20-10S 65 73 137 26 57 40 7 M5
GT-NB20-10Z 65 73 137 26 57 40 7 M5
GT-NB30-10Z 82 86 176 28 68 49 7 M5
GT-NB20LW-10SM 86 84 200 29 68 42 7 M5
GT-NB20LW-10TM 70 73 157 29 57 35 7 M5
GT-NB30LW-10SM 70 73 157 29 57 35 7 M5
GT-NB30LW-10TM 86 84 200 29 68 42 7 M5
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Air nippers | Stationary air nippers
Stationary air nippers, vertical, with stroke

Stationary air nippers, vertical, with stroke

BLADES NOT INCLUDED IN DELIVERY.

FOR SUITABLE BLADES PLEASE
SEE WWW.FIPA.COM

Product Description

> Cutting opening adjustable
> No play, long life cycle

> Compact and robust

> Optionally with hose nipples or quick plug-in connection
> Also available with reverse stroke movements

Technical Data

Max. cutting Max. opening | Stroke / String | Effective

Operating

Pipe connection | Pipe connection

force [N] for cutting [mm] direction pressure [psi] | with hose with quick
[mm] nippel [mm] connect fittings

Item no. [mm]

GT-NTO3 147 1.5=3 0-3 String 58-72.5 2.5 6.28
GT-NTO3R 147 15-3 0-3 Stroke 58-72.5 2.5 6.28
GT-NT03-4 147 15-3 0-3 String 58-72.5 4x2,5 6.28
GT-NTO3R-4 147 1.5-3 0-3 Stroke 58-72.5 4x2,5 6.28
GT-NTO5 196 3-6 0-3 String 58 -72.5 2.5 11.46
GT-NTO5R 196 3-6 0-3 Stroke 58 -72.5 2.5 11.46
GT-NTO05-4 196 3=6 0-3 String 58-725 4x2,5 11.46
GT-NTO5R-4 196 3=6 0-3 Stroke 58-72.5 4x2,5 11.46
GT-NT10 411 4-7 0-3 String 58-72.5 2.5 1817
GT-NT10R 441 4-7 0-3 Stroke 58-72.5 2.5 18.17
GT-NT10-6 441 4-7 0-3 String 58-72.5 6x4 18.17
GT-NT10R-6 441 4-7 0-3 Stroke 58 -72.5 6x4 18.17
GT-NT20 931 45-9 0-8 String 72.5-87 4 32.8
GT-NT20R 931 45-9 0-8 Stroke 72.5 - 87 4 32.8
GT-NT20-6 931 45-9 0-8 String 72.5-87 6x4 32.8
GT-NT20R-6 931 45-9 0-8 Stroke 72.5-87 6x4 32.8
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Air nippers | Stationary air nippers
Stationary air nippers, vertical, with stroke

Dimensions
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m A [mm] B [mm] C[mm] D [mm] E [mm] F [mm] G [mm] H
GT-NTO3 62 19 68.1 9 7 43 14 M3
GT-NTO3R 62 19 68.1 9 7 43 14 M3
GT-NT03-4 62 19 68.1 9 7 43 14 M3
GT-NTO3R-4 62 19 68.1 9 7 43 14 M3
GT-NTO5 64 32 711 9 7 45 20 M4
GT-NTO5R 64 32 711 9 7 45 20 M4
GT-NT05-4 64 32 711 9 7 45 20 M4
GT-NTO5R-4 64 32 711 9 7 45 20 M4
GT-NT10 73 38 88.1 11 8 52 24 M4
GT-NTT0R 73 38 88.1 m 8 52 24 M4
GT-NT10-6 73 38 88.1 m 8 52 24 M4
GT-NT10R-6 73 38 88.1 m 8 52 24 M4
GT-NT20 103 44 1021 14 10 80 28 M5
GT-NT20R 103 44 102.1 14 10 80 28 M5
GT-NT20-6 103 44 1021 14 10 80 28 M5
GT-NT20R-6 103 44 1021 14 10 80 28 M5
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Air nippers | Air shears

Dual-action air shears - round/rectangular

Dual-action air shears - round/rectangular
For cutting stations and special machines

i BLADES NOT INCLUDED IN DELIVERY. :
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM

Product Description

> Suitable for cutting steel or copper wire

> No cutting return spring necessary, meaning no interruption to the cutting process
> Freely adjustable cutting speed

> Fast cycle times

Technical Data

Housing Max. cutting force [N] Operating pressure [psi] Pipe connection [mm] Weight [oz]
Item no.
GT-HWS1 Rectanqular 294 58 -72.5 4 4.09
GT-HWR1 Round 294 58 -72.5 4 2.96
GT-HWS10 Rectangular 588 58 -72.5 6 12.56
GT-HWR10 Round 588 58-72.5 6 10.41
Dimensions
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@ = Compressed air connection

m A [mm] B [mm] C[mm] D [mm] E [mm] F G [mm] H [mm] I [mm] L [mm]
GT-HWS1 23%x20 23 -- -- -- M3 24 40 16 95
GT-HWR1 20 - - - - - - - - 95
GT-HWS10 36 36 45.5 30 28 M4 41 30 28 146
GT-HWR10 36 - - - - - - - - 146
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Air nippers | Air shears

Y g e
Pneumatic special shears - round/rectangular =

Pneumatic special shears - round/rectangular
For cutting stations and special machines or manual operation

; BLADES NOT INCLUDED IN DELIVERY. :
: FOR SUITABLE BLADES PLEASE SEE WWW.FIPA.COM :

Example GT-HS30 with nipper attachment H30ME

Product Description

> For safe precision cutting of Kevlar, aramid, glass and carbon fibers
> GT-H30, GT-HS30, GT-H12K: Designed to cut synthetic materials. Not suitable for thick cardboard, tin plate, wire, wood, etc.

Technical Data

Operating Functional Housing Length incl. blade | Weight incl. blade | Max. cutting thickness for diameter
pressure [psi] principle [mm] [0z] [mm]
Kevlar Band steel
GT-H12K 2 Manually Round 186 290 0,3
GT-H120K 5-6 Manually Round 211 340 = 15
GT-H30 3 Manually Round 280 1030 1
GT-HS30 3 Automatically Rectangular 260 970 1
Dimensions

GT-H12K

056

GT-H30 GT-HS30
1) = Blade shown: H30ME (2) = Blade shown: H12ME30K (3) = Blade shown: H1205K *= 4 x4 bore holes M5
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