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Advantages/Benefits hoses

Large bandwidth products for short evacuation times and minimization of flow losses 
Suitable hoses for every application
Wide range of materials 

>
>
>

Application hoses

Hose connections for vacuum and compressed air systems
Compatible hoses for all types of applications.

>
>

Construction hoses

Different materials with or without embedded spirals
Some reinforced with mesh insert 

>
>

Application cables

Control cable for compact ejectors, e.g. for vacuum and blow-off control (e.g. ejectors EKPP, EKP, EMM)
Control cable for electronic and electric vacuum switches (see chapter System monitoring)

>
>

Construction cables

4-pin connctors, M8, M12
Straight plug or 90° elbow plug

>
>
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Universal hoses made of PUR - transparent blue
General vacuum and compressed air applications. High resistance to mechanical stress.

  Product Description

Oil-resistant
Extremely flexible
Small bending radii

>
>
>

  Technical Data

Item no.
Outer diameter 
[mm]

Inner diameter 
[mm]

Minimum bending 
radius [mm]

Pressure range 
[bar]

Usage 
temperature [°C]

Weight [g/m] Packing unit [m]

61.090 3 2 8 -1 - 8 -15 - 60 7 20

61.091 4 2,5 10 -1 - 8 -15 - 60 9 20

61.092 6 4 15 -1 - 8 -15 - 60 19 20

61.093 8 5 15 -1 - 8 -15 - 60 36 20

61.094 10 6,5 20 -1 - 8 -15 - 60 54 20

61.095 12 8 30 -1 - 8 -15 - 60 74 20

61.096 12 9 30 -1 - 8 -15 - 60 68 20

Flexible vacuum hoses made of blue PUR
Very small bending radii

  Technical Data

Item no.

Pressure range 
[bar]

Outer diameter 
[mm]

Inner diameter 
[mm]

Minimum 
bending radius 
[mm]

Operating 
pressure [bar]

Usage 
temperature 
[°C]

Weight [g/m] Packing unit [m]

61.056 -1 - 8 3 2 8 29 -15 - 60 7 20 / 50 /100

61.057 -1 - 8 4 2,5 10 29 -15 - 60 9 20 / 50 /100

61.058 -1 - 8 6 4 15 29 -15 - 60 19 20 / 50 /100

61.059 -1 - 8 8 5 15 29 -15 - 60 36 20 / 50 /100

61.060 -1 - 8 10 6,5 20 29 -15 - 60 54 20 / 50 /100

61.061 -1 - 8 12 8 30 29 -15 - 60 74 20 / 50 /100

61.062 -1 - 8 16 11 60 29 -15 - 60 128 20 / 50 /100
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Vacuum and pressure hoses made of transparent Fluororesin
Transparent, weather-resistant and temperature-resistant

  Product Description

For the chemical industry, food industry and medical technology

  Technical Data

Item no.

Outer 
diameter 
[mm]

Inner 
diameter 
[mm]

Minimum 
bending 
radius [mm]

Pressure 
range for air 
/ gas [bar]

Pressure 
range for 
liquids [bar]

Operating 
pressure [bar]

Usage 
temperature 
[°C]

Weight [g/m] Packing unit 
[m]

61.063 4 2,5 20 -0,99 - 9 3 78 -65 - 260 18 5 / 20

61.064 6 4 30 -0,99 - 9 3 69 -65 - 260 36 5 / 20

61.065 8 6 48 -0,99 - 9 3 49 -65 - 260 50 5 / 20

61.066 10 7,5 60 -0,99 - 9 3 49 -65 - 260 78 5 / 20

61.067 12 9 72 -0,99 - 9 3 49 -65 - 260 112 5 / 20

61.068 16 13 78 -0,99 - 9 3 34 -65 - 260 154 5 / 20

Vacuum and pressure hoses made of highly flexible transparent PVC and reinforced with spiral 
Vacuum levels up to 95%. Suitable for continuous movement and transport. Highly abrasion-proof. Smooth inner walls.

  Technical Data

Item no.
Outer diameter 
[mm]

Inner diameter 
[mm]

Minimum bending 
radius [mm]

Pressure range 
[bar]

Usage 
temperature [°C]

Weight [g/m] Packing unit [m]

61.160 13 8 32 -0,9 - 16 -5 - 65 140 20

61.161 16 10 20 -0,95 - 8 -5 - 65 155 20

61.162 18 12 22 -0,95 - 8 -5 - 65 180 20

61.163 20 14 27 -0,95 - 8 -5 - 65 200 20

61.164 22 16 35 -0,95 - 8 -5 - 65 225 20

61.165 24 18 40 -0,95 - 7 -5 - 65 280 20

61.166 28 20 37 -0,95 - 7 -5 - 65 340 20

61.167 34 25 50 -0,95 - 7 -5 - 65 510 20

61.168 42 32 75 -0,95 - 7 -5 - 65 730 20

61.169 52 40 95 -0,95 - 7 -5 - 65 1220 20

Hoses and cables | Vacuum- / Pressure hoses
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Highly flexible hoses made of soft PVC for pressure applications
Pressure applications with frequently occurring swinging movements and vibrations. Not suitable for vacuum.

  Technical Data

Item no.

Outer diameter 
[mm]

Inner diameter 
[mm]

Minimum 
bending radius 
[mm]

Pressure range 
[bar]

Usage 
temperature 
[°C]

Weight [g/m] Packing unit 
[m]

Suitable reinforcing 
sleeves

61.211 4 2 5 0 - 1 -5 - 60 9 20 WR 0425 (Page 260)

61.212 6 4 14 0 - 1 -5 - 60 17 20 WR 0640 (Page 260)

61.213 8 6 25 0 - 0,5 -5 - 60 23 20 WR 0860 (Page 260)

61.214 10 7 25 0 - 0,5 -5 - 60 36 20 WR 1075 (Page 260)

61.215 12 9 35 0 - 0,5 -5 - 60 52 10 WR 1290 (Page 260)

Vacuum and pressure hoses made of PUR, reinforced with PVC spiral
Vacuum applications up to 40 % vacuum; suitable for transporting granular materials

  Product Description

Smooth inner surface, hence, no material residues
Resistant to harsh weather conditions and many chemicals
Other sizes on request

>
>
>

  Technical Data

Item no.
Outer diameter 
[mm]

Inner diameter 
[mm]

Minimum bending 
radius [mm]

Pressure range 
[bar]

Usage 
temperature [°C]

Weight [g/m] Packing unit [m]

61.020 25 20 32 -0,4 - 1 -25 - 90 100 20

61.021 30,4 25 40 -0,4 - 1 -25 - 90 150 20

61.022 36 30 48 -0,4 - 1 -25 - 90 190 20

61.023 38 32 51 -0,3 - 0,5 -25 - 90 200 20

61.024 41,4 35 56 -0,3 - 0,5 -25 - 90 215 20

61.025 44,6 38 60 -0,3 - 0,5 -25 - 90 230 20

61.026 46,6 40 63 -0,3 - 0,5 -25 - 90 250 20

61.027 51,8 45 71 -0,3 - 0,5 -25 - 90 280 20

61.028 57 50 78 -0,3 - 0,5 -25 - 90 320 20

61.030 67,4 60 94 -0,3 - 0,5 -25 - 90 390 20

Hoses and cables | Vacuum- / Pressure hoses
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Spiral hoses made of black PUR
Suitable for vacuum and compressed air and for pneumatically operated tools
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  Technical Data Dimensions
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61.100 0-7 -15 - 60 3 16 70 210

61.101 0-7 -15 - 60 3 16 150 450

61.102 0-7 -15 - 60 3 16 230 700

61.103 0-7 -15 - 60 3 16 390 1200

61.104 0-7 -15 - 60 4 24 120 360

61.105 0-7 -15 - 60 4 24 180 540

61.106 0-7 -15 - 60 4 24 350 1100

61.107 0-7 -15 - 60 4 24 480 1500

61.108 0-7 -15 - 60 4 24 700 2100

61.109 0-7 -15 - 60 4 24 1040 3200

61.110 0-7 -15 - 60 4 24 1450 4400

61.135 0-7 -15 - 60 6 30 90 270

61.111 0-7 -15 - 60 6 30 160 500

61.112 0-7 -15 - 60 6 30 230 700

61.113 0-7 -15 - 60 6 30 430 1300

61.114 0-7 -15 - 60 6 30 620 1900

61.115 0-7 -15 - 60 6 30 910 2800

61.116 0-7 -15 - 60 6 30 1300 3900

61.117 0-7 -15 - 60 6 30 1850 5600

61.118 0-7 -15 - 60 8 42 250 750

61.119 0-7 -15 - 60 8 42 390 1200

61.120 0-7 -15 - 60 8 42 540 1700

61.121 0-7 -15 - 60 8 42 770 2400

61.122 0-7 -15 - 60 8 42 1045 3200

61.123 0-7 -15 - 60 8 42 1550 4700

61.124 0-7 -15 - 60 10 58 330 1000

61.125 0-7 -15 - 60 10 58 470 1400

61.126 0-7 -15 - 60 10 58 680 2100

61.127 0-7 -15 - 60 10 58 970 3000

61.128 0-7 -15 - 60 10 58 1380 4200

61.129 0-7 -15 - 60 12 72 310 1000

61.130 0-7 -15 - 60 12 72 450 1400



259www.fipa.com

  Technical Data Dimensions
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61.131 0-7 -15 - 60 12 72 660 2000

61.132 0-7 -15 - 60 12 72 920 2800

61.133 0-7 -15 - 60 12 72 1320 4000

Hose nipple with external thread
Material: Brass, nickel-plated

  Technical Data

Item no. Ø D1 [mm] For hose inner Ø [mm]

62.020 G1/8 6

62.021 G1/8 8

62.022 G1/8 10

62.023 G1/4 6

62.024 G1/4 8

62.025 G1/4 10

62.026 G1/4 12

62.027 G3/4 16

62.028 G3/4 19

62.029 G3/4 25

62.030 G1/2 10

62.031 G1/2 12

62.060 G1/2 13

62.033 G1/2 16

62.034 G1/2 18

62.035 G1 25

62.036 G1 1/4 32

62.037 G1 1/2 38

Hose clamps
Material: Steel, galvanized

  Technical Data

Item no.
Adjustment range of 
diameter [mm]

Weight [g]

66.010 10-12 6

66.011 12-14 6

66.012 14-16 7

66.013 16-18 8

66.014 18-20 8

66.015 20-22 10

66.016 23-25 12

66.017 25-27 15

66.018 31-33 17

66.019 32-50 18

66.020 40-60 22
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Reinforcing sleeves
Material: Stainless steel

  Product Description

We recommend the use of reinforced sleeves to reinforce all soft hoses. They also protect the hose against direct contact.
Reinforced sleeves are also recommended if water is piped through the hoses.

>
>

  Technical Data

Item no. H
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WR 0425 4 2,5

WR 0640 6 4

WR 0850 8 5

WR 0860 8 6

WR 1065 10 6,5

WR 1075 10 7,5

WR 1280 12 8

WR 1290 12 9

WR 1613 16 13

Hose cutter with measuring tape
 

  Technical Data

Item no. Compatible hose diameter [mm]

61.083 3-16
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Connection cables, 4-wire
 

  Technical Data

Item no. Co
nt
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ug
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20.501 M8, 4-pin, female Straight 5.000

20.502 M8, 4-pin, female 90° elbow 5.000

20.518 M12, 4-pin, female Straight 2.000

20.519 M12, 4-pin, female 90° elbow 2.000
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Notes:

Hoses and cables | Notes


